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COMPUTER SPACE BALL 
TROUBLE-SHOOTING GUIDE 


Nutting Associates' Computer Space Ball was designed for 
easy servicing by utilizing the "remove and replace" technique. This 
means that the serviceman need not be a highly trained electronic 
technician. 


Computer Space Ball consists of a modified TV set, power supply, 
computer (electronic circuit board) and player controls. This is also the 
proper order in which trouble-shooting should be conducted., 


. First check the TV adjustments. Once the TV set is properly 
adjusted it is much easier to check the other components. 


Secondly, the power supply should be checked under full load 
when connected to the computer. The output voltage should be 5.0 
+0.2 VDC. If it has an AC component or is low in voltage, the power 
‘supply should be replaced. Do not attempt power supply repairs; an 
improperly serviced power supply could damage the computer and cause 
expensive repairs. 


In checking the computer, first check the connection between the 
printed circuit board and the connector to make sure that the PC board is 
seated properly in the connector, The PC board connector should also be 
inspected on the wiring side to see if it is cracked or broken, or if any 
terminals or wires are broken or touching. 


If all the above checks out, then the problem probably centers in 
the computer. We have designed the computer to be serviced by simply 
removing the faulty PC board and replacing it with a good board, The faulty 
board is sent back to the factory for exchange. Exchange repairs are 
charged only on the basis of necessary repairs, and not for the whole board, 
When the faulty board is returned it will assist us in repairing it if the 
failure mode is written on a piece of tape or tag and affixed to the board, 


